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Overview

PhormiTex 66B - 525 cm
(207 in)

Product number: 19066525
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All prices excl. VAT plus shipping costs and possible delivery charges, if not stated otherwise.



Fiberlane LLC. Contact:

9254 Richmond Road Telefon: +1 610 498 4474
BY TGU GERMANY US - 18013 - Bangor, PA Fax: +1 610 498 2602
USA E-Mail:

info@fiberlanellc.com

Description

Application: Energy screen fabric for greenhouse use
Material: Closed fabric with woven acrylic yarns
Width: 525 cm

Shading value: approx. 65%

Energy saving: approx. 60%

e Feature: Flame-retardant according to DIN 4102 B1

PhormiTex 66 is a closed energy screen fabric with a shading value of 65% and an energy-saving performance of
60%. The woven acrylic yarns ensure reliable moisture exchange and contribute to a balanced greenhouse climate.

The fabric is flame-retardant according to DIN 4102 B1 and offers high UV stabilization of 600 kLy. With a weight of
approx. 86 g/m?, it is a durable and efficient solution for professional greenhouse applications.

Note: The price refers to material costs only; additional confectioning costs may apply.

Product information

Energy Saving: 60 %

Shading: 65 %

Direct Light transmission: 35 %

Flame retardant (DIN 4102 B1): Yes

UV Stabilization: 600 kLy

Weight (+/- 10%): 86 g/m?
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