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Air Transfer Gasket with
back-flow flap - PU = 40
pcs
Product number:   21100499 

Image

Options

1
 

40

PU (Pcs)

 

Fiberlane LLC.
9254 Richmond Road
US - 18013 - Bangor, PA
USA

Contact:
Telefon: +1 610 498 4474
Fax: +1 610 498 2602
E-Mail:
info@fiberlanellc.com

09.08.2026.
All prices excl. VAT plus shipping costs and possible delivery charges, if not stated otherwise.



Description

Application: Connection between double film and spiral hose in greenhouse systems
Material: UV‑stabilized plastic blend for high durability
Function: EPDM check valve prevents backflow of the injected air
Accessories: Hose clamp – R60‑65 / Spiral hose Ø 63 mm
Installation: Mounted using a hose clamp
Special feature: Highly resistant to environmental influences
Packaging unit: 40 pieces

The inflation valve for double film incl. check valve – PU: 40 pcs. ensures a reliable connection between the
double film and a Ø 63 mm spiral hose. Mounting is carried out using our hose clamp – R60‑65. The EPDM check
valve prevents the backflow of already injected air, ensuring a stable air cushion.

Thanks to the proven plastic blend, the valve is UV‑stabilized and highly durable. Installation is simple and secure
using a hose clamp.
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